Opti-Duplex DR-T-S-X

WCO Simplex / Duplex Caobles are intended for end

to end fibre optic solution, designed to support

enhanced dota tronsmission requirement. Simplex /.:-;—-’f'
Fiobre Optic cable consists of single tight buffered ——
fibre with aramid yarn as strength member with /

suitable jacketing material for Indoor application.

Utilising 600um or 900um  buffered fibre, the cable is suitable for use 0S2 OoM1 OoM2 OoM3 oM4
9/125 62.5/125 50/125 50/125 50/125

with industry standard connectors and can be easily made into a

patchcord.

APPLICATIONS

p  Duplex cables are used for bi-directional data transmission i.e. one fibre in
one direction and the other one in opposite direction. Larger workstations,

switches, servers and major networking hardware requires duplex cables

LSZH Jacket

Tight Buffer Fibre FEATURES
Aramid Yarn » Tight buffered fibre supports fast installation
Strength Member ). Suitable for confined spaces as Small and flexible
p»  Patch panel and work station equipment
» Horizontal & riser distribution in open office environment
» Building interconnections
»  Available in 2*4.2mm and 3*6.2mm diameter with all
fibre variants
e Retordont TECHNICAL SPECIFICATIONS
DESCRIPTION 2-CORE LSZH 2-CORE LSZH
~ Outer Diometer mm 2.0*4.2 3%6.2
Weight kg/km 8.2 1543
Internal Use Max. Load (installation) N 500 500
Max. Load (installed) N 150 150
@ Min. Bend Radius (installation) Times diameter 20 20
Min. Bend Radius (installed) Times diameter 10 10
Standord Length Fire Performance LSZH LSZH
2k Operating Temp. °C -20~+60 -20~+60
L] Storage Temp. °C -20~+70 -20~+70
Installation Temp. °C -20~+60 -20~+60
FTT Crush Resistance N/100mm 1000 1000
eto Center OPTICAL FIBRE AND TUBE IDENTIFICATION
WCO standard fibre and tube colours are to EIA 598 as shown in table below.

Fibre & Tube Colour

EIA/TIA 598
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