Opti-PD D-M-S-X

WCO Riser Cables are designed for end to end
fibre optic connectivity, to support enhanced data
demand with future advancement. The designed
cables are intended for optical connectivity in
multi storey buildings. Tight buffered fibres with

Aramid yarns as strength members protected by

0S2 OM1 OM2 OM3 OM4 LSZH Jacket makes the cable suitable for Indoor /
9/125 62.5/125 50/125 50/125 50/125 Outdoor Opplicotion.

APPLICATIONS
»  Opti-PD D-M-S-X are specifically designed for intra-building

backbones, routing between telecommunication rooms as a

riser cable in Multi storey building.

FEATURES E-Glass Strength Member

>
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LSZH Jacket

Available upto 24 fibre count in either Single

Mode and Multimode Optlcol Fibres Multi Coloured Tlght Buffer Fibre
Tight buffered fibre for fast deployment

Reduced cost of installation

Flexible and Fire retardant outer sheath with Aramid yarns

LSZH Jacket makes cable safer against fire protection
Options available with Combination of fibre, with Nylon/LSZH tight buffering

TECHNICAL SPECIFICATIONS

DESCRIPTION

Fire Retardant

4-CORE LSZH 8-CORE LSZH 12-CORE LSZH 24-CORE LSZH

Outer Diometer mm 4.8 +0.3 5.8 +0.3 6.5 +0.3 7.5 0.3 m
Weight kg/km 26 34 40 61 Internal Use
Max. Load (installation) N 600 750 750 900
Max. Load (installed) N 300 375 375 450 @
Min. Bend Radius (installation) mm 96 1né 130 150 External Use
Min. Bend Radius (installed) mm 48 58 65 75
Fire Performance LSZH LSZH LSZH LSZH ﬁ
Operating Temp. °C -20~+60 -20~+60 -20~+60 -20~+60 Standard Length
Storage Temp. °C -20~+60 -20~+60 -20~+60 -20~+60
Installation Temp. °C -20~+60 -20~+60 -20~+60 -20~+60 ka
Crush Resistance N/100mm 1000 1000 1000 1000 Standard Length
4km
FTTx
OPTICAL FIBRE AND TUBE IDENTIFICATION @
WCO standard fibre and tube colours are to EIA 598 as shown in table below. Dota Center
Fibre & Tube Colour

EIA/TIA 598
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